FIRE DEPARTMENT

Q MerroTecH CENTER Brookivy, NUY, 11201-3857

TAMARA SAAKIAN PE

)/‘ Director of Engineering and Technology Management
r Bureau of Fire Prevention Room 3W-02

Mr. Donald Gottfried, P.E.

Director of MEA December 14, 2006
NYC Department of Buildings

280 Broadway, 7" Floor

New York, NY 10007

Re:

MEA #: New

Manufacturer Airsense Technologies LTD

Product: Aspirating Smoke Detector (air sampling) for special
applications

Model #: Stratos Micra 25 & Stratos HSSD2

F.P. Index #: 00611064

Dear Mr. Gottfried:

We have reviewed the documentation submitted in support of the above referenced

MEA application for air sampling —type smoke detectors. These fire detectors are intended
to detect an abnormal amount of smoke density in the air samples it acquires though a
network of sampling pipes. If an abnormality is found, the detector signals a fire alarm
control panel. These detectors must be installed with listed control panel for all detector
signal communication and notification.

Please be advised that the Fire Department has no objection to Department of

Buildings considering approval of these products for use in New York City under the
following conditions:

1.

These units shall not be installed as a primary detector unit in areas that the Building

Code specially calls for the installation of ionization and photoelectric smoke
detector.

All uses, configurations arrangements and functions, application, installations shall
comply with applicable provisions of New York City Building Code, specifically
Subchapter 17, and Reference Standard 17-3. Further, the installation and spacing of
detectors shall be in accordance with the manufacturer’s recommendation, NFPA 72
(2002 edition, section 5.7.3.3) and UL standard 268.

Each unit shall be viewed and limited to the operation of single detector only.
When installed in buildings with Fire Alarm System, all troubles and alarms from

the units listed above shall be reported to the main fire alarm system and the signal
shall latch on at the main fire panel until it is manually reset.






