






Stratos -

Stratos-Ex is designed to provide reliable very high sensitivity smoke detection for hazardous areas in a small
package. Wide sensitivity range extending from 'hypersensitive' to 'low' sensitivity (0.00046 to 7.62% obs/ft. (0.002 –
25% obs/meter)), depending upon environment.

ClassiFire Perceptive Artificial Intelligence ensures that the detector operates at optimum sensitivity for the
protected environment without the need for complicated setup. This means the detector will configure itself to
provide and maintain high sensitivity in a clean room or reduced sensitivity in Environments subject to high levels
of smoke and contaminant.

Stratos-Ex Explosion Proof Detector
Lightweight design for easy one-man installation. Very high sensitivity provided by laser based forward light scatter for reliable
incipient fire detection. The detector is supplied in a cast aluminum enclosure. All sampling pipes and cables can be connected
to the enclosure as a first fix operation, leaving the internals to be fitted during the final commissioning phase.

Supplied complete with flame arrestors and an external filter assembly (30730).
ATEX rated EEx d IIB + H2 T3. Equipment group 2 (zones 1, 2 and 3). Group gases A and B + Hydrogen.
RS485 communications built in as standard for networking and remote communications.

Order No.

Stratos- Ex® Explosion Proof Detector

Description

30731
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Stand alone Command Module
Stratos Command Module provides a single location display, control and interfacing option for systems of up to 127 networked
detectors.

Command Module allows global programming of all detector functions simultaneously. The integral graphical bargraph
automatically displays the status of the detector with the highest alarm level to identify potential problem areas.

Contact Monitors enable detectors from alternative manufacturers to be monitored where necessary ensuring optimum flexibility
for the end user.

The PIN protected programmer enables global programming of all detector settings, significantly reduces commissioning time.

Stand alone Command Module (Rugged Enclosure)
Rugged Steel Enclosure version identical to model 30624 shown above except housed in a rugged sheet metal steel enclosure
as shown.

19" Rack mount Command Module
19” rack mountable Command Module. Suitable for mounting within a standard 19” enclosure. This item is an industry-standard
3U high and comes complete with six standard ¾” (20mm) cable gland knockouts to the rear. The faceplate incorporates an RS-
232 communication port for communication via a suitable P.C. or laptop. A suitable 24 Volt power supply together with battery
backup is required.

Remote Display Unit for 19" card frame mounting or in single wall mounted enclosure

RDU will mimic the display of a Stratos detector connected to it via the RS485 SenseNET network bus. A bank of switches
selects the detector display to be repeated.

The unit consists of a 3 U high metal front panel plate with a graphics overlay and a main PCB which contains terminals for power
supply and RS485 highway.

An optional PCB (model 30803) provides relay contacts which mimic the alarm and trouble realys associated with the network
detector.

Remote Display Relay Card
Stratos remote display relay card is designed to provide additional detector relay outputs when interfacing to other systems.
Installs within RDU enclosure or 19" sub rack. Provides a convenient method for locating detector relays remote from the
detector.

Single RDU wall mounting enclosure
Rugged sheet metal enclosure for housing RDU card (model 30802) and optional Remote Display Relay Board (model 30803).

Order No.

Stratos ® Remote Equipment
Description

30624

30709

30627

30817

30802

30803
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19” Sub Rack Frame
Suitable for mounting up to 8 RDU’s (RDU’s not included)

Single Zone 24V DC Regulated Power Supply, 2.5amp capacity
Capable of driving up to 2.5amp of continuous power. Cabinet provides sufficient room to house two 12V DC/12Ah batteries.
Batteries not included.

Automatic switch over to stand-by battery when AC fails (zero voltage drop).

Provides form “C” contacts for AC fail supervision & battery presence supervision.

UL1481 listed. Carries UL, ULc, MEA & CSFM.

Multi-Detector 24V DC Regulated Power Supply, 4amp capacity
This multi-agency approved power supply/charger converts a 115VAC/60Hz input one Class 2 Rated 24V DC power limited
output. Cabinet provides sufficient room to house two 12V DC/17Ah batteries (batteries not included).

Capable of driving multiple Stratos® series detectors when combined with BC5US battery cabinet and/or optional Power
Distribution Module PD8US shown below. Refer to AirSense Technology battery calculation form for calculating number of
detectors and backup battery requirements per power supply.

Provides short circuit and thermal protection, over current protection, reverse battery protection, controlled current battery
charging, battery supervision and high surge capability.

UL1481 listed. Carries UL, ULc, MEA & CSFM.

Cabinet Dimensions (inches): 11 x 15 x 4 Maximum Battery Capacity: 80Ah. Batteries not included.

Battery Enclosure With Shelf
Houses up to four 12V 17Ah batteries. Enclosure is vented, provides a shelf and is Key lockable. Complete with battery harnes
BH512 to connect up to four 17 Ah batteries for 24 VDC @ 34 Ah

Used for extending standby battery capacity when driving multiple detectors from single PS5MUS power supply Generally two
12V 17Ah batteries are required per detector.

Cabinet Dimensions (inches): 15 x 18 x 4. Batteries not included.

8-Output Optional Power Distribution Module
Class 2 power limited power distribution module used in conjunction with the PS5MUS power supply shown above. Designed to
fit within PS5MUS power supply cabinet.

Adds up to 8 individually fused 1.5 amp outputs up to the maximum rated capacity of the PS5MUS power supply.

12V 12Ah Backup Rechargeable Battery
Sold in pairs as two are required to provide 24V DC. When wired in series provides 24V DC to power supply in the event of a
power failure. (Prices shown are per battery)

Dimensions (inches): 5.95 x 4 x 3.86. Weight: 9.2 lbs ea.

12V 18Ah Backup Rechargeable Battery
Sold in pairs as two are required to provide 24V DC. When wired in series provides 24V DC to power supply in the event of a
power failure. (Prices shown are per battery)

Dimensions (inches): 7.13 x 2.99 x 6.57. Weight: 12.8 lbs ea.

Battery Harness
Connects up to four 18 Ah batteries for 24 VDC @ 34 Ah

PD8US

12V12

12V18

BH512

30814

30812

30813

Order No.

Order No.

Power Supplies

19" Sub Rack and Accessories

Description

30902US

In-fill plate with PC port

In-Fill Plates, bag of 5

PS5MUS

BC5US

Description

In-fill plate with PC port (Size as per RDU) – brushed aluminum finish (PC interface required)

In-fill plates for above (Size as per RDU) – brushed aluminum finish. Sold in bagged quantities of 5.
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